
Annexes
Description of containers and packaging

1. Definitions: 

Containers and Packaging: Containers and Packaging (C&P) shall be understood as those products

made of any material, which are used to contain, protect, handle, facilitate consumption, store,

preserve, transport, or to improve the presentation of goods. C&P materials that are present in the

supply chain specifically as WIL and are of interest are as follows:

A) Pallet

• Wood/Another material

B) Boxes

• Cardboard/Plastic

C) Film

• Plastic

D) Strapping

• Plastic and metalic

E) Bags/Maxisacks or Maxibags (sacks of 20 kg)

• Plastic

F) Crates/Bins

• Self-sustaining wood

G) Lecterns

• Metalics

Primary containers: those containers that are in direct contact with the consumer good they pack or

package, or that are designed to constitute a sales unit at the place where the consumer good is sold

to the final consumer.

Unit of measure: corresponds to the packaging used to move cargo and/or packages.

2. Specifications:

A) Pallet

Structure made of wood, plastic or other material used for storage and transfer of goods. Pallets are

used in our warehouses to position materials on racks, to consolidate work orders and as an internal

and external handling unit to transport materials.
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B) Boxes:

• Cardboard

We arrive at our warehouses and reuse cardboard boxes of different sizes for the consolidation of work

orders, which are discarded in case of breakage, but are generally reused by the warehouse and the

user.

• Plastic Boxes and/or Plastic Bins

Plastic boxes and bins are used to consolidate work orders for subsequent delivery to the user. Most of
these are reused and returned by the user for use in the warehouse.

C) Microfilm

An essential element for palletizing, its correct use provides the necessary securing of both regular
and irregular loads, avoids load movements and protects from dust and humidity. It is present in the
packaging standards of our logistics operator and BHP Warehouse and is used for the shipment and
return of materials, in addition to being used for their preservation.
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D) Strapping

The strapping band is a plastic or metallic tape, in different thicknesses and thicknesses, used for

securing objects, fixing or packing packages. They reinforce the stability of the pallet during

transportation and can be made of different materials. They should be placed at the ends of the pallet

and fastened to the pallet..

- Plastic straps for light loads: Boxes, wood, etc.

- Metallic straps for heavy loads: iron, plates, etc.

E) Plastic bags and Maxisacks

Thick plastic bags (transparent polyethylene) that arrive at the site from suppliers and are also used in
the consolidation process in the warehouse for light elements in different dimensions.

The maxi-bag is a flexible bag type container with a capacity of 20 kg, used for the packaging of
various bulk products such as: minerals, cements, resins, etc.

F) Wooden Crates (self-sustainable) and Jabas

Provides a rigid structure that protects the products from compression, they are used for smaller
delicate loads.
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G) Metal lecterns

These are metallic structures mostly used for the transportation of conveyor belts and some

equipment.


